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BIM LIBRARY MANUAL

01.Introduction

This BIM Library Manual aims to support the installation and use of BIM Objects related to
products developed and marketed by TOPECA, seeking to help AEC Industry - Architecture,
Engineering and Construction technicians in their decision process.

02.Library Description

The presented library was developed for AUTODESK® and refers to product marketed by
TOPECA.

Included in this library are all the typologies of the mentioned product, namely in the colors. The
products already developed:

e TOPCOLA FLEX ULTRA
e TOPCOLA THERM T3
e TOPELASTIC

03. Compatible Versions

The library is compatible with the AUTODESK REVIT®2018 version or newer.

04. Objects Characteristics

The objects are created in the respective categories, so that they can be used according to their
actual application. This way, all objects relating to floor and wall coverings are created in the
category Floor and Wall objects - system families.

05. Insertion of Families

In the case of objects belonging to System families, namely those relating to wall and floor
coverings, they must be loaded from one project file (RVT) to another. Thus, to transfer the
elements of the Wall or Floor category, you must open the TOPECA file with the desired product
typology, as well as the project file that you what to transfer the TOPECA obijects, and go to
MANAGE / TRANSFER PROJECT STANDARDS:

Architecture  Structure  Steel  Systens  Insert  Annotate  Analyze  Massing & Site Collaborate  View | Manage | Add-In

[% @ @ Object Styles & Project Parameters EE Transfer Project Standards Structural Settings - %
Snaps B Shared Parameters [f] Purge Unused MEP Settings ~
Modify| Materisis 0 °"*P = L Purg EHine Additional
Eﬁ Project Information Global Parameters Project Units EE Panel Schedule Templates = Settings
Select = Settings
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You must then select the object type that you want to transfer. In the case of floors, the

Floor Types option must be chosen, in the case of wall coverings, the Wall Types option:

Capry From: =) facl w Copy from: Lot o .
|_|Bevaton Types A Check Al |_|5un Setangs

[ |Feson Settngs [ JText Types

[_]Fll Fatiems Chisde Mone [ |Top R Types

[ JFlled Regon Types [ JViesw Resfererce Types

[ JFlex Duct Types | vewpert Types

[ |Fex Pipe Types [ |voitage Types

I T | _|wal Sweep Types

L} Types 1WA

[ IFeundation Slab Types Wire Insulabon Types

[ Gried Typas [IWre Material Types

[ Gutter Satengs [ ]Wre Settess

[ IHalftone and Underlay Settings. [ IWre Sizes

[JHandra Types [wire Temperature Rabeg Types
[_Imeymatng Settres i [_JWre Types

1 sl Toowuie

06. Properties of objects

The objects have been developed in-depth and extensively. Thus, all objects have information
concerning the manufacturer with respect to applicable international standards, namely:

e CE Marking;
e UNEEN 12004;
e NPEN 14891.

All objects also have the manufacturer's reference, so that it can be easily referenced, as well as
other relevant information:

Type Properties X
Eamily: ‘Sysbem Family: Basic Wall ~ | Load...
Type: | TOPECA TOPELASTIC BRANCO v| | Dwlcate.. |
Type Parameters
| Parameter ‘ Value |=‘ ~
Type Image
Keynote
Model TOPELASTIC-BRANCO
Manufacturer TOPECA
Type Comments Membrana cimenticia bi-componente, impermeavel e eldstica, para se
URL https://pt.topeca.pt/index. phpfroute=product/download/file&pid
Description
Accembly Description
Assembly Code B2010
Type Mark
Fire Rating
Cost
CE marking VES ]
NP EN 14891 CMOIP [
UNE EN 12004 [
Reference A -113504; B- 113502
Censumo Kg/m* 3.000000
Peso Por Embalagem (Kg) 40.000000 [
JFCPaameters A
= -
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The objects are also classified according to the international classification systems most
commonly used in the AEC industry.

Type Properties x
Eamily: System Family: Fioor v Load...
Type: ‘TDPCDLAFLEX ULTRA-CINZA Vl ‘ Duplicate. .. |
Type Parameters
Parameter Value |=| ~
Masterformat 2014 Code 0997 26
Masterformat 2014 Description Cementitious Coatings
MBS Reference Code 55-02-12 ]
MBS Reference Description Cementitious Adhesives

Uniclass 1.4 Code

L673

Uniclass 1.4 Description Adhesives

Uniclass 2.0 Code PR-35-02-12

Uniclass 2.0 Description Cementitious Adhesives I
Uniclass 2015 Code Pr 20310212

Uniclass 2015 Name

Cementitious Adhesives

Uniformat Il Code

B1010

Uniformat Il Description

Floor Construction

UNSPSC Code

301617

—v

S

Apply |

07.Product Quantification

All files, once they are project files, already have schedules that allows user to quantify TOPECA
product by object quantities or by material takeoff.

08. Final Considerations

Future revisions to the current version of the library will be made available on the TOPECA
website. Any question regarding them should be reported by email to bimsupport@TOPECA.pt
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